
 
 
 
 

   

MODELLO CAPACITA' LT 
DIMENSIONI INTERNE 

L X P X H 
DIMENSIONI ESTERNE 

L X P X H 
TEMP. MAX°C POTENZA KW VOLTAGGIO V CARATTERISTICHE 

SG40 42 LT 300 X 350 X 400 600 X 600 X 760 1100 C° 2.5 230 V SCHEDA 

SG70 72 LT 400 X 400 X 450 700 X 650 X 810 1100 C° 2.8 230 V SCHEDA 

SG90 88 LT 400 X 400 X 550 700 X 650 X 910 1100 C° 2.9 230 V SCHEDA 

SG100 110 LT 450 X 450 X 550 750 X 700 X 910 1100 C° 4.5 230/400 V SCHEDA 

SG150 150 LT 500 X 500 X 600 800 X 750 X 960 1100 C° 6.0 230/400 V SCHEDA 

SG250 252 LT 600 X 600 X 700 900 X 850 X 1060 1100 C° 7.0 230/400 V SCHEDA 

SG280 288 LT 600 X 600 X 800 900 X 850 X 1040 1100 C° 9.0 400 V SCHEDA 

SG340 336 LT 600 X 700 X 800 1050 X 1230 X 1650 1100 C° 10.0 400 V SCHEDA 

SG420 420 LT 600 X 700 X 1000 1050 X 1230 X 1850 1100 C° 12.0 400 V SCHEDA 

SG500 500 LT 700 X 700 X 1000 1150 X 1230 X 1850 1100 C° 15.0 400 V SCHEDA 

MODELLO CAPACITA' LT 
DIMENSIONI INTERNE 

L X P X H 
DIMENSIONI ESTERNE 

L X P X H 
TEMP. MAX°C POTENZA KW VOLTAGGIO V CARATTERISTICHE 

SGP40 42 LT 300 X 350 X 400 650 X 650 X 810 1280 C° 3.0 230 V SCHEDA 

SGP70 72 LT 400 X 400 X 450 750 X 700 X 860 1280 C° 4.5 230 V SCHEDA 

SGP90 88 LT 400 X 400 X 550 750 X 700 X 960 1280 C° 6.0 230/400 V SCHEDA 

SGP100 110 LT 450 X 450 X 550 800 X 800 X 960 1280 C° 7.5 230/400 V SCHEDA 

SGP150 150 LT 500 X 500 X 600 900 X 900 X 1020 1280 C° 9.0 230/400 V SCHEDA 

SGP250 252 LT 600 X 600 X 700 1000 X 1000 X 1020 1280 C° 13.0 400 V SCHEDA 

SGP280 288 LT 600 X 600 X 800 1000 X 1000 X 1120 1280 C° 15.00 400 V SCHEDA 

TUTTI I MODELLI 

 

FORNI ALTA TEMPERATURA 
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